TRANSPORTOR CU BANDA
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TIPURI ORIZONTALE, INCLINATE
Lungime (intre axe) mm 2000 -+ 40000
Latime banda mm 600 + 3200
Putere motor kW 0,25 ~ 15 (SEW GmbH, cu invertor de frecventa, dupa caz)

Tip banda - EP 400/3 -2:0 (rezistenta la uleiuri si hidrocarburi)

Transportoarele cu banda fabricate de S.C.ADARCO INVEST sunt componente importante ale
instalatiilor de sortare, de transfer si TMB. Ele sunt utilizate la transportul pe orizontala (benzi de
canal, de sortare, de transfer) si in plan inclinat, caz in care sunt echipate cu benzi de cauciuc cu
raclete. Viteza de transport poate fi modificata in plaje largi prin folosirea invertoarelor de
frecventa.

Transportoarele cu banda fabricate de S.C.ADARCO INVEST au certificate de conformitate
emise de organism notificat NANDO.
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HORIZONTAL, INCLINED

Lenght (between axis) mm 2000 -+ 40000
Widht belt mm 600 = 3200
Electrical power kW 0,25 = 15 (SEW GmbH, frequency inverter, as appropriate)
Type of belt - EP 400/3 2: O (resistance to oils and hydrocarbons)

The belt conveyors manufactured by S.C.ADARCO INVEST are important components of sorting,
transfer and MBT plants. They are used to horizontal transport (channel, sorting, transfer) and
inclined plane , equipped in which case with rubber scrapers. The speed can be modified in large
area using the frequency inverters.

The belt conveyors manufactured by S.C.ADARCO INVEST have the Certificate of Conformity
issued by notified body NANDO.
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TIPURI ~ ORIZONTALE, INCLINATE

Lungime (intre axe) mm 2000 -+ 40000
Latime banda mm 600 = 3200
Putere motor kW 0,25 = 15 (SEW GmbH, cu invertor de frecventa , dupa caz)
Tip banda cauciuc EP 400/3 -2:0 (rezistenta la uleiuri si hidrocarburi)
Tip lant cu role si roti conf. DIN 8167

Transportoarele cu lant si role fabricate de S.C. ADARCO INVEST sunt componente ale
instalatiilor de sortare, de transfer si TMB. Ele sunt utilizate la transportul pe orizontala in plan
inclinat. Viteza de transport poate fi modificata in plaje largi prin folosirea invertoarelor de
frecventa. Sunt echipate cu sisteme electrice automatizate pentru ungerea lantului si rotilor.
Transportoarele cu lant cu role fabricate de S.C.ADARCO INVEST au certificate de conformitate
emise de organism notificat NANDO
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ROLLER GHAIN CONVEYORS

TYPE HORIZONTAL, INCI.INE

Lenght (between axis) mm 2000 -+ 40000
Widht belt mm 600 — 3200
Electrical power kW 0,25 = 15 (SEW GmbH, frequency inverter, as appropriate)
Rubber band type EP 400/3 -2:0 (resistance to oils and hydrocarbons)
Chain and wheel type acc. to DIN 8167

The roller chain conveyors manufactured by S.C.ADARCO INVEST are components of sorting,
transfer and MBT plants. They are used to horizontal and inclined plane transport. The speed can
be modified in large area using the frequency inverters. They are equipped with electric
automatic system for lubrication of chain and wheels.

The roller chain conveyors manufactured by S.C.ADARCO INVEST have the Certificate of
Conformity issued by notified body NANDO.
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CIURURI ROTATIVE

S —

ROTATIV (TROMMEL)

Diametru mm 1.500 = 3.600
Lungime mm 6.000 + 15.000
Putere motor/nr. grupuri kW /buc pana la 30 / 2
(SEW GmbH, cu invertoare de frecventa)

Viteza de rotatie rpm 612
Nr. de sorturi - 1 +4
Grosimea tablelor cilindrului mm 8 - 14
Masa (cca) kg pana la 35.000

Ciururile rotative reprezinta una din componentele de baza ale instalatiilor de sortare in
vederea optimizarii si cresterii productivitatii la sortarea materialelor reciclabile. S.C. ADARCO
INVEST poate sa uzineze ciururi rotative in diverse game de marimi in functie de capacitatea
solicitata. Caracteristica inovativa a ciurului fabricat de S.C. ADARCO INVEST consta in faptul ca
poate sorta pana la 4 (patru) componente de materiale ceea ce conduce duce la cresterea
substantiala a eficientei procesului de sortare. Rotatia ciururilor poate fi variata prin intermediul
variatoarelor de frecventa. Ciururile rotative fabricate de S.C.ADARCO INVEST au certificate de
conformitate emise de organism notificat NANDO.
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ROTATING SIEVES

ROTATING SIEVE (TROMMEL)

Diameter mm 1.500 = 3.600
Lenght mm 6.000 + 15.000
Electrical power /pcs kW /buc pana la 30 / 2

(SEW GmbH, frequency inverter)
Rotation speed rpm 6+12
Number of sieves sort - 1 =4
Thickness of cylinder table mm 8 - 14
Weight (ca.) kg up to 35.000

The rotary screens represents one of the basic components of sorting plants in order the
optimization and increased productivity for recyclables components. S.C. ADARCO INVEST can
manufacture rotary screens in various ranges of sizes, depending on the required capacity.
The innovative feature of rotary screen manufactured by SC ADARCO INVEST is that can sort up
to four (4) components of materials, a fact that determine to substantial efficiency increases of
sorting process. Rotation speed can be varied by frequency inverter. The rotary screens
manufactured by S.C.ADARCO INVEST have the Certificate of Conformity issued by notified
body NANDO Em————r Em——— e e
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DISPOZITIV
BASCULAT PUBELE.D

Capacitate litri max.1100
Putere motor kW 2,2
Lxlxh mm 1470 x 2100 x 3470
Masa (gol) kg 650

Dispozitivul pentru basculat pubele DBP 1100L realizeaza deversarea automata a pubelelor din
material plastic cu capacitati intre 800 -240 litri si celor metalice co capacitate max. de 1100
litri, de regula in containere si prescontainere.

Dispozitivul poate fi folosit atat in interiorul cat si exteriorul complexelor comerciale si/sau al
cladirilor. Echipamentul electro-hidraulic din dotare asigura o manevrabilitate usoara si o
fiabilitate ridicata a produsului.

Dispozitivele pentru basculat pubele fabricate de S.C.ADARCO INVEST au certificate de
conformitate emise de organism notificat NANDO.
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Capacity liter max.1100

Electrical power kW 2,2
LxIxh mm 1470 x 2100 x 3470
Weight (empty) kg 650

The tipping device for binstype DBP 1100 L performs the automatic discharge of plastic bins with
capacities between 800 -240 liters, and of metal bins with max.capacities 1100 liter, usually in
containers and press - containers. The device can be used both inside and also outside of the
commercial markets and / or the buildings. The supplied electro-hydraulic equipment, ensure
easy handling and high reliability of the product. The tipping device for bins type DBP 1100 L
manufactured by SCADARCO INVEST have certificates of conformity issued by the notified body
NANDO.
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CONTAINERM ALIG=D] N 20722
‘ Abrollcontainere)

Capacitate m’ pana la 40
Inaltimea carligului de prindere mm 1650/1750
Distanta intre role (interior) mm 1100 = 2000
Lungimea totala (L2) mm 3120 ~ 4100

Containerele metalice realizate in conf. cu norma DIN 30722 sunt destinate pentru colectareas si
transportul deseurilor urbane si industriale. Aceste containere sunt indicate in lucrari de
constructii, edilitare, salubritate, reciclare de deseuri, servicii comunale, agricultura, industria
lemnului, industria petroliera, etc. Din punct de vedere conceptiv, abrollcontainerele conf. DIN
30722 sunt corelate dimensional, capacitiv si functional cu vehiculele autorizate destinate sa
asigure incarcareaq, transportul si descarcarea acestora.

Conform cerintelor clientului, S.C ADARCO INVEST poate fabrica diverse variante constructive:
containere inchise sau deschise, cu usi simple sau etanse, containere pentru colectarea si
transportul deseurilor periculoase, a deseurilor metalice grele, transportul lichidelor si altor
materiale specifice.

Abrollcontainerele fabricate de S.C.ADARCO INVEST au certificate de conformitate emise de
organism notificat NANDO.
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Capacity m up to 40
Height of hookloader mm 1650/1750
Distance between rollers (inner) mm 1100 +~ 2000
Total lenght (L2) mm 3120 + 4100

Metallic containers manufacturing acc. DIN 30 722 are designed for collecting and transporting
the urban and industrial waste. These containers are indicated in building construction, utilities,
sanitation, waste recycling, agriculture, wood industry, oil industry, etc.

In terms of concept, the abrollcontainerse acc. DIN 30722 are correlated dimensional, capacitive
and functional with authorized vehicles designed to provide loading, transport and unloading.
According to customer requirements, SC ADARCO INVEST can manufacture different versions:
open or closed, containers with single doors or sealed, containers for collection and
transportation of hazardous waste, heavy metal waste, transport of liquids and other specific
materials. The abrollcontainres manufactured by SC ADARCO INVEST have certificates of
conformity issued by the notified body NANDO
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CONTAINER METALIC - DIN 30720
(Skippcontainere)

Titupri

Capacitate m’ A=5/55S=7/7,5SD=10
Lungime mm 3120 ~ 4100
Latime mm 1650/1720
Inaltime mm 1100 =+ 2000
Masa , cca kg 540 1175

Containerele metalice executate in conformitate cu cerintele normei DIN 30720 sunt destinate
colectarii si transportului deseurilor menajere, deseurilor verzi, deseurilor din constructii si altele.
Din punct de vedere conceptiv, containerele sunt corelate dimensional, capacitiv si functional cu
vehiculele autorizate destinate sa asigure incarcareaq, transportul si bascularea acestora. Gama
acestor containere include urmatoarele variantele: A (asimetric deschis), S (simetric deschis) si SD
(simetric, cu capace).

Skippcontainerele fabricate de S.C.ADARCO INVEST au certificate de conformitate emise de
organism notificat NANDO.
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METALLIC CONTAINER - DIN 30720
(Skippcontainer)

TYPES A, S, SD

3

Capacity m A=5/555=7/7,5SD =10
Lenght mm 3120 =~ 4100
Width mm 1650/1720
Height mm 1100 +~ 2000
Weight, ca kg 540 - 1175

Metallic containers manufacturing acc. DIN 30720 are intended for collection and transport of
household waste, green waste, waste of construction and others.

In terms of concept, the containers are correlated dimensional, capacitive and functional with
authorized vehicles designed to provide loading, transportation and unloading them. The range
of these containers includes the following types: A (open , asymmetrical), S (open, symmetrical)
and SD (symmetrical, with covers).

The skippcontainers manufactured by SC ADARCO INVEST have certificates of conformity issued
by the notified body NANDO.
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Biocontainerele si biofiltrele fabricate de S.C.ADARCO INVEST Petrosani sunt confectii metalice
sudate, etanse, realizate din table si alte profile standardizate destinate sa realizeze
accelerarea fermentatiei si tratamentul biomaselor in vederea obtinerii de compost. Prin
aceasta procedura se rezolva in general deseurile care nu pot fi folosite in agricultura si care
reprezinta un incovenient zonal in ceea ce priveste mirosurile neplacute . Durata de fermentare a
acestor deseuri in biocontainere dureaza pana la 60 zile. Costurile aferente biofiltrrii in raport
cu alte sisteme de purificare a aerului sunt mult subsituate, aceast tehnologie este avantajoasa
avand costruri mici.
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The biocontainers and biofilters amnufacturing of S C ADARCO INVEST Petrosani are welded
construction, sealed , made of steel plate and other standard profiles, designed to achieve
accelerate fermentation and treatment of biomass , in order to obtain compost. This procedure

resolves in general the waste that can’t be used in agriculture and which is a disadvantage area
because of odor.

During the fermentation of this waste in biocontainers may be up to 60 days.

The costs of biofilters system versus other air purification systems, are much subsituate, this
technology is with low costs.
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CONFECTII METALICE SUDATE

-

SC Adarco Invest are dotare tehnica si personal calificat capabil sa execute diverse confectii de
structuri metalice sudate atat in baza documentatiilor tehnice ale beneficiarilor cat si prin
proiectare proprie.

In aceasta categorie se include o larga serie de confectii metalice pentru constructii civile si
industriale (in principal hale de mari dimensiuni, cadre metalice, grinzi, etc.) realizate din
europrofile si laminate vzuale tipizate: HEA, HEB, IPE, UNP, si altele. Daca este necesar, Adarco
Invest poate executa si lucrari de in montaj ale acestor constructii metalice la sediul beneficiarilor.
Recent, Adarco Invest Petrosani a fabricat pentru compania GHS Separationstechnik GmbH din
Landshut Germania un siloz cu capacitatea de 30 m3, cu diametrul de 2,4 m si inaltimea de 6,5m.
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SC ADARCO INVEST has technical equipment and qualified personnel capable of performing
various welded steel structures based on the customer technical documentation and also by the
own recipients own engineering.

This category includes a wide range of steel constructtions for civil and industrial building (mainly-
large buildings, metal frames, beams, etc.) manufactured by ussualy standards europrofiles:
HEA, HEB, IPE, UNP, and others.

If necessary, SC ADARCO INVEST can execute also works installation of these metal structures to
customers sites. Recently, ADARCO INVEST have manufactured for the company GHS
Separationstechnik GmbH of Landshut Germany, amettalic silo with capacity 30 m3, diameter
2.4 m and height 6.5 m.
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Titupri PCI / PC

Capacitate m° 8 + 40
Forta de presare kN 200 +- 500
Cursa cilindrilor hidraulici mm 800 = 1400
Puterea electrica kW 55+9
Nr. de curse/ciclu . 2+9
Grad de compactare (hartie-carton/plastic) _ 1:6 / 1:20
L x I x H (max) mm 6950 x 2420 x 3895
Masa max, cca kg pana la 4500

Prescontainerele fabricate de S.C ADARCO INVEST sunt produse moderne, realizate de nivelul
de varf al tehnicii, conform cu prescriptiile normei DIN 30722. Ele sunt destinate sa colecteze si sa
compacteze deseurile rezultate din marile complexe comerciale, din societati de salubrizare,
piete agroalimentare, diverse alte companii si institutii publice.

Prescontainerele sunt comandate de automate programabile cu afisaje display care
monitorizeaza in permanenta principalii parametri de functionare.

Din punct de vedere constructiv prescontainerele se fabrica in variantele:

- cu presa integrata -PCl - ansamblul presa-container este corp comun

- cu presa stationara -PC - containerul se poate detasa de presa

Prescontainerele fabricate de S.C. ADARCO INVEST au certificate de conformitate emise de
organism notificat NANDO.
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" PRESS CONTAIN

PCl / PC
Capacity m’ 8 ~ 40
Pressing force kN 200 +- 500
Stroke of the hydraulic cylinders mm 800 = 1400
Electrical power kW 55+9
Number of stroke /cycle . 2+9
Level of compaction (paper-cardboard /plastic)  _ 1:6 / 1:20
L x W x H (max) mm 6950 x 2420 x 3895
Weight max, ca kg pana la 4500

The presscontainers manufactured by SC ADARCO INVEST are modern products made of top
level of the technique , acc.to DIN 30722.

The presscontainers are designed to collect and compact the waste from large commercial
markets, the sanitation companies, food markets, various other company and public institutions.
Those equipments are controlled by PLC with display that permanently monitors the operating
parameters.

In terms of construction, the presscontainers are manufactured in two variants:

- with integrated press PCI - press-container integral assembly

- with stationary press PC - the container can detach of press

The pressscontainers manufactured by SC ADARCO INVEST have certificates of conformity issued
by the notified body NANDO.
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Forta de compactare kN max.500

Presiunea nominala bar 320
Putere motor kW 15
Dimensiuni balot (L x | x h) mm 600 x 400 x 460
Masa balotului kg cca. 60
Dimensiuni gabarit L x | x h mm 3780 x 1020 x 1825
Masa presa kg cca. 2920

Presa pentru compactat doze este un echipament electro-hidraulic folosit in cadrul instalatiilor de
sortare lacompactarea sub forma de baloti a dozelor metalice goale (bauturi racoritoare, bere,
s.a.). Solutiile tehnice alese si mai ales forta mare de presare utilizata in procesul de presare
determina obtinerea unor baloti bine formatati si compacti care nu necesita sa fie legati.
Actionarea presei poate fi facuta la alegere, in modul manual sau automat. Pubelele in care sunt
stocate dozele goale sunt descarcate in presa, de obicei cu ajutorul dispozitivului de basculat
DBP 1100L. Presele pentru compactat doze tip PCD 500 fabricate de S.C.ADARCO INVEST au
certificate de conformitate emise de organism notificat NANDO.
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Compacting force kN max.500

Nominal pressure bar 320
Power of electric motor kW 15
Bale size Lx W x H mm 600 x 400 x 460
Bale weight kg cca. 60
Overal dimensions of press mm 3780 x 1020 x 1825
Weight kg cca. 2920

The baler for compacting mettalic cans is an electro-hydraulic equipment used in the sorting
plants for compacting of empty cans (juices, beer drinks, etc.). The technical solutions, and
especially high force pressing, forming very compacted bales that no longer need to be tied. The
baler can be operated in manual or in automatic mode. The containers where are storedd the
emptying can, are unloaded in the baler ussualy by tipping device for bins, type DBP 1100.

The baler for compacting mettalic cans manufactured by SCADARCO INVEST 500 have
certificates of conformity issued by the notified body NANDO.
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CABINE DE SORTARE CLIMATIZATE

L x | x h ( max) mm 40.000 x 9.000 x 6.300
Numarul de operatori 8...24
Numarul de linii de flux 1/2

Cabinele de sortare sunt componente indispensabile instalatiilor de sortare a deseurilor, in
interiorul lor efectuandu-se procesul propriu — zis de sortare pe categorii (hartie, carton, plastic,
PET, sticla, textile , lemn, etc.). Cabinele sunt constructii inchise, etanse, cu sistem propriu de
ventilatie si incalzire — astfel se asigura conditii de microclimat adecvat desfasurarii activitatii
operatorilor. Cabinele sunt realizate din panouri de poliuretan cu g = 60 mm care asigura un
coeficient de transfer termic de pana la 0,385, au ferestre si usi termopane, scari de accces,
platforme, balustrade.

Cabinele de sortare fabricate de S.C ADARCO INVEST au certificate de conformitate emise de
organism notificat NANDO.
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L x I x h ( max) mm 40.000 x 9.000 x 6.300
Number of operators 8...24
Number of flow lines 1/2

The sorting cabins are indispensable components of waste sorting plants, inside their performed
the actual process of sorting fractions categories (paper, cardboard, plastic, PET, glass, textiles,
wood, etc.) The constructions of cabins are closed, sealed, with heating and air ventilation system
which provides a favorable microclimate for operators. The sorting cabins are manufactured of
white polyutrethan panels, thickness 60 mm which provides a termic coefficient up to 0.385,
windows and resistant fire doors, stairs, platforms, railings.

The sorting cabins manufactured by SC ADARCO INVEST have certificates of conformity issued
by the notified body NANDO.
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R'DE PE

Yo
Capacitate buc/ora pana la 40.000
Putere electrica kW 2 x 2,2
Viteza de rotatie rpm 129
Tip transmisie - lant Gall + roti de lant, duplex 12B
LxIxh mm 1200 x 1100 x 790
Masa, cca. kg 800

Perforatorul de PET este destinat instalatiilor de sortare unde deseurile PET urmeaza sa fie
recuperate in vederea revalorificarii. Cel mai eficient proces prin care aceasta categorie de
deseuri poate fi returnata catre agentii recuperatori il reprezinta perforarea — compactareas si
legarea acestora cu ajutorul preselor electro-hidraulice special destinate acestui scop.
Perforatorul de PET poate fi montat dupa caz, pe transportorul de canal care asigura
alimentarea preselor de balotat, sau direct in palnia presei de balotat unde se manevreaza cu
ajutorul unor cilindrii hidraulici. Perforatoarele de PET fabricate de S.C.ADARCO INVEST au

certificate de conformitate emise de organism notificat NANDO
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Capacity pcs/hour up to 40.000
Electrical power kW 2x2,2
Speed rotation rpm 129
Type transmissio - Gall chain+sprockets, duplex 12B
Lx WxH mm 1200 x 1100 x 790
Weight, ca kg 800

The PET perforator is designed for sorting plant where waste PET must be recovered for
recycling. The most effective process by which this type of waste can be returned to collectors
agents is the perforation, compacting and tying them, with an electro-hydraulic specifically baler
designed for this purpose. The PET perforator can be installed, as appropriate, on the channel
belt conveyor which feeds the balers or, directly in the funnel baler using the hydraulic cylinders.
The PET perforator manufactured by SCADARCO INVEST have certificates of conformity issued
by the notified body NANDO.
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Capacitate buc/ora pana la 15000

Putere electrica kW 2x1,5
LxIxh mm 1366 x 1224 x 1800
Masa, cca kg 485

Spargatorul de sticla are rolul de a realiza maruntirea prin spargere a sticlelor in vederea
optimizarii ambalarii si transportului acestora. Principiul de functionare al spargatorului se
bazeaza pe zdrobirea prin impact si implicit pe maruntirea sticlelor introduse intre cele doua
falci ale utilajului. Falca mobila este actionata de catre doua motoare vibrante cu excentric, iar
amortizarea socurilor se realizeaza prin intermediul a doua arcuri elicoidale amplasate intre
suportii motoarelor si batiul utilajului.

Sticlele se introduc in palnia utilajului cu dimensiunile gurii de alimentare de 200 x 584 mm.
Spargatoarele de sticla tip SS -2 x 1,5 fabricate de S.C ADARCO INVEST au certificate de
conformitate emise de organism notificat NANDO.
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lype $S-2x1, 5

Capacity pcs /hour up to 15000
Electrical power kW 2x1,5
LxWxH mm 1366 x 1224 x 1800
Weight, ca kg 485

The glass grinder type SS -2 x 1,5 manufactured by S.C ADARCO INVEST is designed to perform
the grinding of glass to optimize the packaging and the transport. The operating principle of the
glass grinder is based on impact process crushing of glass bottles placed between the two
mettalic plate. The movable plate is driven by two vibrating motors and the absorption of shocks
is achieved by two coil springs located between the motors and the frame of the machine.

The bottles are inserted into the machine by one hopper with dimensions 900 x 584 mm.

The glass grinder type SS -2 x 1.5 manufactured by SC ADARCO Invest have certificates of
conformity issued by the notified body NANDO.
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'ORIZONTALE, INCLINATE

Lungime (intre axe) mm 2.000 = 60.000
Latime mm 650 - 3.500
Tip lant, roti de lant kg DIN 8167
Putere instalata 0,50 - 25
Sistem de ungere lant / roti de lant automatizat, puncte de ungere (2+2)

electroventil la 24 V c.a. UNIOELER GmbH
Soft Starter (optional) ABB, Siemens

Transportoarele cu placi metalice sunt utilizate in cadrul instalatiilor de sortare si TMB, cu
precadere pentru transportul balotilor de PET, folii plastic, hartie, cartoane - rezultati de la
presele de compactat cu legare automata. Transportoarele cu placi metalice pot fi montate atat
in plan orizontal, cat siinclinat (caz in care sunt prevazute suplimentar cu raclete metalice) si sunt
dotate cu sisteme automatizate de ungere a lantului cu role si a rotilor de lant. Optional,
transportorul poate fi echipat cu Soft Starter. Transportorul cu placi metalice fabricat de

S.C. Adarco Invest are certificat de conformitate emis de organism notificat NANDO.
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METAL PLATE CONVEYOR

TYPES HORIZONTAL, INCLINED
Length (between axes) mm 2.000 + 60.000
Width mm 650 = 3.500
Chain, sprockets type kg DIN 8167
Electrical power 0,50 - 25
Type of lubrication system automated , 24 V c.c, 4 lubrication points ( 2+2)

electroventil la 24 V c.a. UNIOELER GmbH
Soft Starter (optional) ABB, Siemens

Metal plate conveyors are used in sorting and MBT plants, especially for the transport of balers
PET, plastic foils, paper, cartons — result from the balers with automatic binding system. Metal
plate conveyors can be mounted horizontally and also inclined (in which case they are
additionally provided with metal scrapers), are equipped with automated lubrication system for
roller chain and sprockets. Optionally, the conveyor can be equipped with the Soft Starter. The

metal plate conveyor manufactured by S.C. Adarco Invest has a certificate of conformity issued
by notified body NANDO.
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